
Jacket
Max  O.P.

Design/Produce
in  order

Adhesion OD
Wall 

Thickness 

inch mm Warp/Weft Mpa Bar Mpa Bar Mpa Bar MPa N mm tons x1000lbs water water Gas Oil Hot Water Water Gas Oil Hot Water
3 80 Polyester/Polyester 1.8 18 PN16 160 4 40 3.5±0.3 3.56 3.56 3.56 3.56 1.23 1.23 1.07 1.60
4 100 Polyester/Polyester 2.9 29 PN16 160 6.3 63 ≥50 98±2 17 37 5.0±0.5 5.08 5.08 5.08 5.08 1.35 1.60 1.80 1.76
5 125 Polyester/Polyester 1.9 19 PN16 160 4.2 42 ≥50 120±2 26 57 5.0±0.5 5.08 5.08 5.08 5.08 1.47 1.62 2.30 1.91
6 150 Polyester/Polyester 1.4 14 PN10 100 3 30 PN16 available ≥50 145±2 23 51 5.0±0.5 5.08 5.08 5.08 5.08 2.2 2.42 2.30 2.86
8 200 Polyester/Polyester 1.1 11 PN10 100 2.4 24 PN16 available ≥50 180±2 28 62 6.0±0.5 6.10 6.10 6.10 6.10 2.45 2.70 3.08 3.50
8 200 Polyester/Polyester 1.1 11 PN10 100 2.4 24 PN16 available ≥50 160±2 28 62 6.0±0.5 6.10 6.10 6.10 6.10 2.55 2.81 3.08 3.50

10 250 Polyester/Polyester 1.1 11 PN10 100 2.4 24 PN16 available ≥50 247±3 51 112 6.0±0.5 6.10 6.10 6.10 6.10 4 4.40 3.75 5.20
11 275 Polyester/Polyester 1.4 14 PN10 100 3 30 PN16 available ≥50 260±3 54 119 6.0±0.5 6.10 6.10 6.10 6.10 4.4 4.84 5.28 5.72
12 300 Polyester/Polyester 1.1 11 PN10 100 2.4 24 PN16 available ≥50 290±3 54 119 6.0±0.5 6.10 6.10 6.10 6.10 4.5 5.75 5.45 5.85
12 300 Polyester/Polyester 1.1 11 PN10 100 2.4 24 PN16 available ≥50 285±3 54 119 6.0±0.5 6.10 6.10 6.10 6.10 4.3 4.73 5.45 5.59
14 350 Polyester/Polyester 1.1 11 PN10 100 2.4 24 PN16 available ≥50 333±3 63 139 6.0±0.5 6.10 6.10 6.10 6.10 5.2 5.72 6.30 6.76
16 400 Polyester/Polyester 1.1 11 PN10 100 2.4 24 PN16 available ≥50 390±3 75 165 6.0±0.5 6.10 7.11 7.11 6.10 6.35 11.00 7.47 6.90
18 450 Polyester/Polyester 1.1 11 PN10 100 2.4 24 ≥50 430±3 105 231 6.0±0.5 6.10 6.10 6.10 6.10 7.6 8.36 9.12 9.88
18 450 Polyester/Aramid 1.9 19 PN16 160 4.2 42 ≥50 430±3 105 231 6.0±0.5 6.10 6.10 6.10 6.10 7.6 8.36 9.12 9.88
20 500 Polyester/Polyester 1.4 14 PN10 100 3 30 ≥50 475±3 126 278 6.0±0.5 6.10 6.10 6.10 6.10 9.4 10.34 11.28 9.70
20 500 Polyester/Aramid 1.6 16 PN16 160 3.6 36 ≥50 495±3 126 278 6.0±0.5 6.10 6.10 6.10 6.10 8.75 9.63 10.50 9.70
24 600 Polyester/Polyester 0.8 8 PN6 60 1.8 18 PN10 available ≥50 570±5 139 306 6.5±0.5 6.60 6.60 6.60 6.60 11.5 12.65 13.80
28 700 Polyester/Polyester 0.8 8 PN6 60 1.8 18 PN10 available ≥50 670±5 181 399 7.5±0.5 7.62 7.62 7.62 7.62 15 16.50 18.00
30 750 Polyester/Polyester 0.8 8 PN6 60 1.8 18 ≥50 745±5 187 412 7.5±0.5 7.62 7.62 7.62 7.62 15.3 16.83 18.36
30 750 Polyester/Aramid 1.1 11 PN10 100 2.4 24 ≥50 745±5 187 412 7.5±0.5 7.62 7.62 7.62 7.62 15.3 16.83 18.36
32 800 Polyester/Polyester 0.7 7 PN6 60 1.5 15 ≥50 780±5 212 467 7.5±0.5 7.62 7.62 7.62 7.62 15.5 17.05 18.60
32 800 Polyester/Aramid 1.4 14 PN10 100 3 30 ≥50 780±5 212 467 7.5±0.5 7.62 7.62 7.62 7.62 15.5 17.05 18.60
32 800 Aramid/Aramid 1.6 16 PN16 160 3.5 35 ≥50 780±5 212 467 7.5±0.5 7.62 7.62 7.62 7.62 15.5 17.05 18.60
36 900 Polyester/Polyester 0.9 9 PN6 60 2 20 ≥50 885±5 249 549 8.5±0.5 8.38 8.38 8.38 26 28.60
36 900 Polyester/Aramid 1.3 13 PN10 100 2.8 28 ≥50 885±5 249 549 8.5±0.5 8.38 8.38 8.38 26 28.60
36 900 Aramid/Aramid 1.5 15 PN10 100 3.2 32 ≥50 885±5 249 549 8.5±0.5 8.38 8.38 8.38 26 28.60
40 1000 Polyester/Polyester 0.7 7 PN6 60 1.5 15 ≥40 968±5 262 578 9.5±2.0 9.40 9.40 9.40 27.5 30.25
40 1000 Polyester/Aramid 1.1 11 PN10 100 2.4 24 ≥40 968±5 262 578 9.5±2.0 9.40 9.40 9.40 27.5 30.25
40 1000 Aramid/Aramid 1.3 13 PN10 100 2.9 29 ≥40 968±5 262 578 9.5±2.0 9.40 9.40 9.40 27.5 30.25
48 1200 Polyester/Polyester 0.6 6 PN6 60 1.3 13 ≥40 1115±5 262 578 10.0±2.0 9.91 9.91 9.91 30 33.00
48 1200 Polyester/Aramid 0.8 8 PN6 60 1.8 18 ≥40 1115±5 262 578 10.0±2.0 9.91 9.91 9.91 30 33.00
48 1200 Aramid/Aramid 1.1 11 PN10 100 2.4 24 ≥40 1115±5 262 578 10.0±2.0 9.91 9.91 30 33.00
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